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CROSS

TEE W/ GATE VALVE

MIN. THICKNESS

WYE WITH PLUG

% TREhCH

OF CONC. 12"
ELBOW CROSS WITH PLUG TYPICAL SECTION
PIPE | 90° ELBOW | 45° ELBOW | 22 1/2° ELBOW 11 1/4° ELBOW WYES / TEES PLUGS
( inDsl_A)- CONC. CONC. CONC. CONC. CONC. CONC.
(cu. ft.) (cu. ft.) (cu. ft.) (cu. ft.) (cu. ft.) (cu. ft.)
2 0.5 0.5 0.5 0.5 0.5 0.5
3 1.0 1.0 1.0 1.0 1.0 1.0
4 1.2 1.0 1.0 1.0 1.0 1.0
6 2.6 14 1.0 1.0 1.0 1.0
8 4.6 25 13 1.0 3.3 33
10 73 3.9 2.0 1.0 5.9 5.9
12 10.0 57 29 15 7.7 7.7
14 14.2 7.7 39 2.0 10.0 10.0
16 18.5 10.0 5.6 26 13.4 13.4
18 23.4 12.7 6.5 33 16.6 16.6
20 28.8 15.6 8.0 47 20.0 20.0
24 a7 22.3 10.2 5.9 29.0 29.0
NOTES:

1. CALCULATIONS BASED ON 150 P.S.I. PRESSURE AND 2000 P.S.F. SOIL BEARING VALUES.

2. THRUST BLOCKS SHALL BE FORMED AND POURED AGAINST UNDISTURBED SOIL. KEEP "T" BOLTS
CLEAR OF CONCRETE, WRAPPED IN VISQUEEN FOR FUTURE ACCESS.

3. BEFORE POURING, PLUGS SHALL BE WRAPPED IN VISQUEEN AND A BOARD PLACED IN FRONT.

4. CONCRETE SHALL BE 2500 P.S.I. MIN.
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