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1. ALL PIPES SHALL BE DUCTILE IRON WITH FLANGED ENDS.
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MATERIALS
ITEM QUANTITY DESCRIPTION
1 4]  4"g" 8" VALVE, GATE, C.I., FLANGE - FLANGE
2 4| 4°6"8"BEND-90, FLANGE - FLANGE
3 VARIES 4°6"8" FIPE, DUCTILE IRON, FLANGE - FLANGE
4 4  2°"IRONPIPE
5 4  16"x16"X16"|CONC. FOUNDATION, 25004 PSI
6 1| 3°4"6"8" METER, FLANGE - FLANGE
7 4| 4°6"8"D.. $POOL PIECE, 12" MIN. LENGTH, F - F
8 1| 4°6"8" WATER METER STRAINER, FLANGE - FLANGE
9 2| D..BYPASS TEE, FLANGE - FLANGE, (SIZE VARIES)
10 {1 2" TAP WITH LOCKING BALL VALVE
1 *| CONGC. SLAB, 2500#% PSI
NOTES:

2.[FOR 3" METER USE 4" D.[. PIPE WITH 4"x3" REDUCER WITH FLANGED ENDS ON BOTH

SIDES OF THE METER.

3. FIELD ADJUST AND CUT D.l. PIPE TO THE PROPER LENGTH AS REQUIRED.
4, METER BYPASS SHALL BE A MIN. OF 4" DIA. AND SIZED TO MEET REQUIRED FLOWS.

ST. LUCIE COUNTY
WATER & WASTEWATER
CONSTRUCTION STANDARDS

TYPICAL ABOVE GROUND METER
3" OR LARGER
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