
f)GTIlJE INGREDIENTS: 1BBx MINEARL OIL

REFER TO MATERIAL SAFETY DATA SHEET
WARNING: Contains Petroleum Products. Avoid breathing vapors or prolonged contact v&h skin or clothing. Waz

thoroughly after handling. Do not store above 12OT.  Empty containers can be hazardous, keep clost
Do not reuse without commercial cleaning.
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Proverties
Appearance

Technical information Sheet
Test Method Minimum MoXhUTIZ Tvvicd

Clear

Color ASTM D 1500 1.0 < 0.5

Specific  Gravity,
API ASTM D 1298 0.833

.
Weight, Pounds/Gallon \

.Viscosity ASTM D 445/2161

@ 40 oc,
“

cst 12.3
@ 100 oc, cst 2.9
@ 100 OF, -sus 70
@ 210 OF, sus 36

Unsulfonated
Residue, % ASTM D 483 92 95196

Flash, “F ASTM  D 92’ 350 360
‘\ ._

Pour Point, OF ASnVr\ Db7” -15-10

ASTM”‘6  611Aniline Point, OF 203

hbates, WI? % ASTM D 2007 94 95

Sulfur, WT %

Diation, TBP % OFF

0.01

IBP 555
5% 605 608
10% ’626
50% 685
90% 730
95% ..’ 745: I
EP 795

..ADmco, I+- ” -.,

2800 S l?in&cfal'~ Sanford &.'32773-8118 F
‘+..  ,:;’ ,“.. ,,;

(SOO)367-0659 (407)330-4800 FAX(407)330-9888
.


